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HEATSYS

FULL AUTOMATIC WATER COOLING SYSTEM FOR ELECTRICAL AND BATTERY SYSTEMS

HEATSYS is one of the smallest
and fully controlled water  cooling
system. This product has been
developed to fulfill all

requirements of the marine industry.

HEATSYS can be supplied with control
panel, which allows the system to be
started automatically or remotely with flow,

temperature, umidity and pressure control.

Powered by high-level software that
ensure the best cooling with the most

diverse surrounding conditions.

Equipped with a defreezing system to
avoid the formation of condensation on

electrical and electronic equipment

TOPICS

Easy to install and start up - PUSH AND GO
Easy to operate and maintain

Rendoundant pump/circulator

High heat dissipation efficiency

Lightweight materials

Small footprint

Remote assistance

SCOPE OF SUPPLY

« Water cooling system completely controlled

» Control Panel HEATSYS Evo

» Plate Heat Exchanger for sea water coolant or
chilled water coolant

» Feeding pump or circulator up to 11 mqg/h

e Alluminun light weight frame

 High quality material

« Automatic and remotable touch screen control
panel

» Optional Cover with fan
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PRODUCT RANGE
Product Raz Flow !ﬂa.g he_at Maz . Ma_m . Conne | ¥olt | Freq(H | Power
Ark. Code rate dissipation |Pressu | dimensions L | Weight ction | [¥) 2) (kW)
[I’min]} [kW] with AT |reloss| z B z H [mm])
HIDME5 |HT_IMT_38CH 120 53 2 EO0x550:1390 140 iz 220 50 11
HIOOEE | HS BT 45 a0 26 12 EO0x550:1390 120 1" 114 220 50 03

COMPONENT LIST

1 - ALUMINUM FRAME

2 - JUNCTION BOX

3 - DEAREATOR

4 - THREE-WAY VALVE

5 - AMBIENT TEMPERATURE & UMIDITY SENSOR
6 - SENSOR KIT

7 - BRAZED HEAT EXCHANGER
8 - SAFETY VALVE

9 - SHUT-OFF VALVE

10 - EXPANSION TANK

11 - VISUAL SENSOR

12 - FILLING POINT

13 - PUMP/CIRCULATOR

14 - DISCHARGE TANK

15 - AISI316 BASEMENT

SENSORS KIT

1- FLOW SENOSR

2 - PRESSURE SENSOR

3 - TEMPERATURE SENSOR
4 - SAFETY VALVE

5 - AMBIENT TEMPERATURE & UMIDITY SENSOR
6 - THERMO/PRESSURE MANOMETER
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CONFIGURATION

The system is designed according to the surrounding conditions: type of pump or circulator, type of
exchanger and type of pipe material.

The use of the circulator
is possible when the
pressure drops of the
utilities to be cooled are
less than 0.6 bar

The use of centrifugal
pump is needed when
the pressure drop of the
utilities to be cooled are
more than 0.6 bar

Utility
Low Pressure drop High
HEAT EXCHANGER ALTERNATIVES PIPING MATERIAL ALTERNATIVES
Alloy brazed chilled Titanium sea water
OPTIONAL
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Control unit Backup pump 24VDC Cover with fan Frame RAL9010
Touch screen e PUMP 24 VDC to ensure system e Cover painted RAL9010 ¢ Powder coated frame
Synoptic diagram operation with black out ¢ Internal insulation
Adjustable Temp Set point « Forced aeration by double fan

Press.nd temp.monitoring
24VDC External supply line
Dual pump with stand by
Defreezing operation
MODBUS interface

e o 0 0 0 0 0 0
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