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Comments to illustrations on
opposite page.

Illustration 16:

When fitting the bowl wall, press firmly
downwards with both hands to overcome the
resistance from the O-ring fitted on the bowl
bottom. A “clicking” sound will be heard.

Illustration 17:

If the level ring (1) and O-ring (2) have been
removed, first fit the level ring and then the O-ring
outside the level ring. Finally press down the
O-ring by pressing the cover (3) firmly with both
hands.

G0907211

Illustration 18:

Check that the distance illustrated is max. 0,5
mm. If not, the reason could be:

1. The O-ring outside the level ring is not in the
downwards position or the O-ring is located
under the level ring.

2. Two washers are fitted under the centre
screw fixing the bowl to spindle.
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lllustration 20:

Only tighten by hand. Never over tighten when
assembling parts.

lllustration 22:

NOTE

Always screw home the knob fitted on the connecting housing before tightening the screws
shown in illustration 23. Otherwise there is a risk that the pin inside the connecting housing

could break.
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Assembly

16 Ra3

% See comments on opposite page and at top of this page
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5.4.3 Replacement of O-rings in
purifier bowl

How to convert from purifier to clarifier bowl or
vice versa is described in point “2.5 Changing
operation mode” on page 22.

Comments to illustrations on
opposite page.
lllustration 4:

Take care of the washer.

lHlustration 13:

Check that the washer is fitted. Otherwise there is
a risk that the bowl will not make firm contact with
the spindle.

If two or more washers are fitted accidentally this
will prevent the top parts of the bowl from being
positioned correctly.

lHlustration 14:

NOTE

Fit the upper O-ring outside the level ring,
see comments to illustration 17 on page 42.
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First dismantle the separator bowl as described in
“5.4.2 Cleaning of bowl” on page 40.
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% See comments on opposite page.
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